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LANCASHIRE & YORKSHIRE RAILWAY

ALWAYS BEAR IN MIND.
MANCHESTER,

November 1st, 1920.!

i
NOT to leave anything to chance.

Prevention of Injuries to Staff.
NOT to take unnecessary risks.

HE object of the Company’s Rules and

Regulations is to prevent accidents,
especially those which result in injuries to

the Staff themselves, and, in some cases, in the

loss of life.

TO WARN others you see exposing

themselves to danger.

IT IS the unexpected that often

happens.

It is noticed that many of the accidents to the

Staff are due to the same or simple causes.
NOT TO be satisfied with merely

reading this pamphlet BUT to remember

the advice given.
Some of these mishaps are accidental, but a

number are the result of carelessness, whilst

others are due to the Staff taking unnecessary
risks.i

v
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During 1919 there were 1,764 cases of personal

injury to the Goods and Passenger Staff , 18 of

By calling attention to this

matter, the Company hope the Staff will realise

that a number of these accidents can be avoided

by more care being taken whilst performing

their various duties.

HINTS TO AVOID INJURY.
J

which were fatal.
GOODS AGENTS, STATION MASTERS,
YARD MASTERS, AND SUPERVISORS-
1. Goods Agents, Station Masters, Yard Masters,
and Supervisors should exercise constant and
watchful care to see that the work performed
under their supervision is conducted with the
least possible risk of injury to the Company’s
servants and others.

Men who expose themselves or others to
unnecessary risk of injury should be warned , and,
in the event of repetition of the offence, the facts
reported .

1
1

The hints contained in this pamphlet are

intended to be read in conjunction with, and not

to take the place of the Company’s rules and

regulations, and are given with the object of

enabling the Staff to profit from the sad experience

of those who have suffered injury or death.
2. Medical Aid.

In the event of injury to a Company’s
servant, medical aid, where needed, should be
promptly obtained.

3. Reporting of Injuries.

Injuries to Company’s servants, or any other
persons whilst on the Company’s premises, and
to Carters, Motor Drivers, Vanmen, or other
members of the Staff , in the course of their
employment off the Company’s premises, as well as
injuries to persons (other than the Company’s
servants) arising in connection with the Company’s
business, should be reported to the responsible
Officers, care being taken to give all particulars,
together, where possible, with the signed statement
of witnesses.

ARTHUR WATSON,
General Manager.

Cir. No. 1121.
C. G. M.

Cir. No. 528.
S. of L.



6 HINTS TO AVOID INJURY.
Goods Agents, Station Masters, Yard Masters,

and Supervisors—continued. 7HINTS TO AVOID INJURY.

4. Fatalities.
Where a person is fatally injured on the

Company’s premises, or in connection with the
Company's business off the Company’s premises,
the Goods Agent, Station Master or Yard Master ,
should report the accident by wire to the respective
Officers, including the Company’s Solicitor , stating
the date, time, and place of inquest, when
arranged, and whether arrangements have been
made for the attendance of the necessary witnesses.

ALL GRADES.
7. Walking, Standing on, or Crossing the Line.

Do not walk along the line except in the
execution of your duty, and when it is necessary
to do so, always face oncoming trains.

Do not stand or walk in the four foot, or in
the six foot when this can be avoided.

Do not step foul of any line without looking in
both directions.

Do not stand on or near rails when talking to
anyone.

Do not cross the lines in front of an approach-
ing train.

Do not touch or step on rails of an electrified
line, unless you are protected in accordance with
the regulations.

When getting out of the way of a train do not
step on to another line until you have satisfied
yourself that no train is approaching on that line.

5. Examination of Traffic Handling Machinery,
Cranes, Jiggers, Ropes, Chains, Lifting Tackle, etc.
Goods Agents, Station Masters, and Super-

visors should make a periodical examination of
traffic handling machinery, cranes, jiggers, ropes,
chains, lifting tackle, etc. If any appliance shows
signs of undue wear, or defect of any kind, the
matter should be reported to the proper Officer
at once.

6. Whilst the hints given in this pamphlet are
intended to instruct the various grades of the Staff
how to avoid accidents to themselves and others, it
is expected that Supervisors will keep fully
acquainted with them, and 6ee that they are
adopted by the Staff concerned.

It is necessary that men appointed to new duties,
and new appointments in the Company’s service,
should be made aware of the regulations for carry-
ing out their particular work. Supervisors are
required to see that this is done in every case.

8. Running alongside moving Train.
Do not run alongside a train entering a station

platform.

9. Closing of Carriage Doors.
Do not close the doors of carriages without

first looking to see if all is clear.

10. Falling off Stages and Platforms.
Do not walk too near the edge of a 6tage or

platform.*



9HINTS TO AVOID INJURY.

All Grades—continued.
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m Crossing between vehicles. Very dangerous.
{ See instruction No. 12.)

eg
£ 11. Standing on Points or Crossings.

Do not stand or step on points, crossings, or
check rails, as your foot may be trapped or held.

( See illustration.)
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12. Passing between or under Vehicles.
Do not attempt to pass between or under

vehicles unless you are satisfied no shunting move-
ment is going on.

( See illustration.) ~

13. Falling over Signal Wires or Point Rods.
When stepping over signal wires or point rods,

be careful to lift your feet clear.
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11niNTS TO AVOID INJURY.
10 HINTS TO AVOID INJURY. All Grades—continued.

All Grades—continued.
14. Stepping out of Vehicles, or off Platforms.

When getting out of break vans or other
vehicles, or stepping off platforms, take care not to
step on anything likely to cause a fall or sprain.
15. Bites or Kicks from Horses.

When attending to or passing near a horse, be
careful to avoid a kick or bite.

16. Opening and Closing of Doors of Vehicles.
Do not stand so that the drop door of a wagon

or horse-box will fall on your feet.
( ;See illustration. )

After loading or unloading vehicles, see that all
doors are properly fastened.
17. Staff not to remain in Vehicles during Shunting

Operations.
Staff engaged loading or unloading vehicles,

which are about to be moved, should get out of the
vehicles before shunting operations are com-
menced.
18. Splashing of Acid from Tank Wagons or Carboys.

Acid is liable to splash from tank wagons when
in transit, unless the covers and openings are
securely closed. If the lids of any tank wagon , or
stopper of any carboy, are observed to be
improperly fastened, the vehicle should be
detained until the lids or stopper have been made
secure.
19. Wagon Hoists.

No person is allowed to ascend or descend with
a hoist table, except Company's servants, where
authorised, in charge of shunt horses.

*

1
Opening doors of cattle wagon. Correct way.

( See instruction No. 16.)

1

1

i ,

Opening doors of cattle wagon.
Man failing to stand clear and drop door falling on foot.

( See instruction No. 16.)



12 niNTS TO AVOID INJURY. 13HINTS TO AVOID INJURY.
All Grades—continued. All Grades —continued.

1

Opening doors of horse-box. Correct way
( See instruction No. 16.)

Passing between vehicle and wall of shed.
Very dangerous.

( See instruction No. 20.)
1

20. Passing between Vehicles in Motion and Walls cf
Sheds, etc.

The Staff are warned against the danger of
being caught between vehicles in motion and plat -
forms, stages, shed walls, buttresses, wagons on
adjacent sidings, or other obstructions.

{See illustration.)

1

Opening doors of horse-box.
Man failing to stand clear and drop door falling on foot.

( See instruction No.16.)



15HINTS TO AVOID INJURY.

HINTS TO AVOID INJURY. All Grades—continued.
All Grades—continued .

21. Vehicles moved by Hand.
Never place your hand on a buffer when moving

a vehicle.
( See illustration.)

22. Spreading of Ashes and Sand on Paths and
Covering Boards in Frosty Weather.

Ashes or sand should be spread on paths or
covering boards, which may be in a slippery con-
dition, especially those used by the Shunting Staff .

4

23. Obstructions.
Do not leave articles in places where they are

likely to interfere with the movements of the
Shunting Staff .

Moving vehicles by hand. Right way.
( See instruction No. 21.) 24. Propping or chaining up of Wagon Doors.

The propping or chaining up of wagon doors
for loading and unloading, or any other purpose,
is not allowed.

25. Ladders.
When using ladders, see that they are placed

firmly on the ground, and thus prevent them slip-
ping.

When not in use, ladders should be returned to
the place provided for them.

26. Trains entering Stations.

Stand clear of trains entering stations, and thus
avoid the risk of injury through carriage doors
being opened before the train has come to a stand.

Moving vehicles by hand. Wrong way.
( See instruction No. 21.)
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17HINTS TO AVOID INJURY.
Staff Engaged in Shunting Operations—continued . -

16 HINTS TO AVOID INJURY.
STAFF ENGAGED IN SHUNTING

OPERATIONS.
27. Warning before moving Vehicles.

Do not make any movement with vehicles until
satisfied that all is clear, and that all persons work-
ing on the roads affected, or on vehicles likely to be
disturbed, have been warned to keep clear.
28. Protection of Cartways.

Do not move vehicles over a cartway in a yard
without first taking steps to prevent persons,
horses, or vehicles, crossing the rails.
29. Loose Shunting.

Do not loose shunt vehicles alongside loading
docks, stages, warehouses, platforms, etc., unless
the breaks can be applied without risk of the men
operating them coming in contact with the struc-
ture.

I

Coupling of vehicles—Standing facing moving vehicle.
Right way.

( See instruction No. 30.)

Coupling of vehicles. Wrong way.
Po not place shunt pole on buffer spindle,

( See instruction No. 30.)
Coupling of vehicles. Wrong way.

Standing with hack to moving vehicle,
( See instruction No. 30.)
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Going between vehicles fitted with gangways •

to couple. Wrong way.
( See instruction No. 30.)

‘Going between vehicles fitted with gangways
to couple. Right way.

( See instruction No, 30.)
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Standing on buffer castings when coupling
gangways. Right way.
( See instruction No. 30. )

oa-Standing on buffer spindles when coupling S
gangways. Wrong way.
( See instruction No. 30.)

j
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. 2120 HINTS TO AVOID INJURY.HINTS TO AVOID INJURY.
Staff Engaged in Shunting Operations—continued.Staff Engaged in Shunting Operations—

continued .
30. Coupling and Un coupling of Vehicles.

Do not attempt to couple up wagons by means
of a shunt pole until the buffers have come
together.

Do not rest the shunt pole on the buffer casting
or spindle when coupling up wagons.

( Sec illustration.)
Do not go between vehicles for the purpose of

coupling or uncoupling until the vehicles are at a
stand.

i

( See illustration.)
Do not stand on buffer spindles when connect-

ing or disconnecting the gangways of coaches.
( See illustration.)

Do not attempt to disconnect steam heating
pipes on engines or vehicles until the cocks are
closed , and steam and water have ceased to escape
from the valves.

Riding on side of wagon. Very dangerous.
( See instruction No. 31.)

31. Riding on Moving Vehicles.
Do not ride on the side of vehicles, or make use

of break sticks and shunt poles for that purpose .
( See illustration . )

Do not lean out of or open the doors of vehicles
in motion where there are pillars, ladders, walls,
bridges, etc. , until you are satisfied there is suffi -

cient clearance.

I
?

32. Vehicles to be properly clear.
Do not fail to allow sufficient clearance at the

entrance to sidings to enable the Staff or vehicles
to pass with safety. Improper use of shunt pole.

( See instruction No. 31.)



23HINTS TO AVOID INJURY.

Staff Engaged in Shunting Operations—continued .
Do not shunt vehicles with the doors down

unless you are satisfied they will clear all obstruc-
tions.
33. Tail Chaining.

At the places where tail chaining is authorised,
persons engaged in the operation should place
themselves in the rear of the rope or chain.

22 HINTS TO AVOID INJURY.

Staff Engaged in Shunting Operations—continued .

4

t

34. Spragging.
When spragging vehicles do not hold on to the

sprag, but throw it between the spokes of the
wheel.

Sprags and break sticks should not be left
lying in paths used by the Staff .
35. Shunt Poles.

Shunt poles are only to be used for coupling
and uncoupling vehicles, and should not be used
for the purpose of pinning down, or releasing
breaks.

Improper use of shunt pole.
( See instruction No. 31.)

PASSENGER PORTERS.
36. Handling of Parcels or Luggage.

The proper loading, stowing, and securing of
goods in parcels offices, on stages, and vehicles, is
of great importance, and should be done in such a
way as to prevent articles overbalancing when
other packages are removed , or falling on anyone
working near.

Special care should be taken to construct loads
on vehicles so that articles cannot fall off during
transit.

When removing goods,, make sure that other
articles in the same pile are left secure,

<

Result of riding on shunt pole.
{ See instruction No. 31. )
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Passenger Porters—continued.

When moving packages, the Staff should be
careful to avoid trapping their hands or feet.

Cafe should be exercised when lifting packages
by means of the binding cords. In many cases the
cord or twine is not strong enough to bear the
weight of the package, and when this is noticed ,
particulars should be reported.

Do not leave parcels or luggage on platforms in
such a position as to form an obstruction.

When dealing with parcels or luggage, be care-
ful to avoid injury from projecting nails or jagged
binding of packages.
37. Platform Trucks.

Before leaving a truck unattended on a plat-
form, see that it is properly secured by the break
or chain, so as to prevent the truck running on to
the line. Serious accidents have been caused by
neglect to observe this precaution.

See that the handle or any other part of the
truck does not form an obstruction to passengers
or others.
3S. Trucking.

Do not load hand trucks to such an extent or
in such a way that articles are

When trucking, take care not to knock against
anybody or anything.

Only authorised persons are allowed to work
electric hand trucks.
39. Point Cleaning.

Do not neglect to pay attention to fixed signals
when engaged in point cleaning, and always \yor}t
facing approaching trains.

CHECKERS, LOADERS, AND PORTERS.
40. Handling of Goods.

The j)roper loading, stowing, and securing of
goods in warehouses, on stages, and vehicles is of
great importance, and should be done in such a
way as to prevent articles overbalancing when
other packages are removed, or falling on anyone
working near.

Special care should be taken to construct loads
on vehicles so that articles cannot fall off during
transit.
or Foreman, should be called to any doubtful
loads.

*

The attention of the Agent, Lnspector ,

When removing goods, make sure that other
articles in the same pile are left secure.

When moving packages, the Staff should be
careful to avoid traĵ ping their hands or feet.

When a number of persons are handling
awkward or heavy articles, they should work
together by means of agreed signals, such as
“ lift,
too much weight upon one member of the gang, or
losing control of the article altogether.

Care should be exercised when lifting packages
by means of the binding cords. In many cases the
cord or twine is not strong enough to bear the
weight of the package, and when this is noticed ,
particulars should be reported to the Agent.

Cranes or platform trucks should always b?
used for moving heavy articles of the wheel
description, such as fly-wheels and grindstones ; if
rolled by hand along the stages or platforms, they
are liable to overbalance, and to cause injury to
fhe person handling them.

> ) < ( lower/' etc., in order to avoid throwing

likely to fall off .
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27HINTS TO AVOID INJURY.Checkers, Loaders, and Porters— continued .

Checkers, Loaders, and Porters —continued.
42. Dangerous, Corrosive, and Poisonous Chemicals.

Car^ should be exercised in handling corrosive
chemicals in carboys or in bottles, packed in cases,
also in handling poisonous chemicals, especially
where contents of packages are leaking or other-
wise escaping.

The attention of the Inspector or Foreman
should be called to any defect .
43. Warehouse Hatchways and Delivery Doors.

Where guard chains are provided for protect-
ing warehouse hatchways, delivery doors, etc., the
Staff should see that these chains are refixed in the
proper position as soon as the work for which they
were removed has been finished.

Safety belts and ropes are also fixed near the
hatchways and delivery doors, and should be used
by the Staff whenever they are engaged in hoisting
or lowering, or otherwise using the hatchways or
doors.
44. Trucking.

Do not load hand trucks to such an extent or
in such a way that articles are likely to fall off .

When trucking, take care not to knock against
anybody or anything.

Only authorised persons are allowed to work
electric hand trucks.
45. Goods Stacked on Ground or Dunnage.

Sufficient clearance should be allowed between
the rails and goods stacked on the ground or dun-
nage as will allow the shunting and other Staff to
perform their duties in safety.

41. Explosives and other Dangerous Goods.
All persons whilst engaged in loading, unload-

conveyance of explosives or other dangerous ting or
goods should

( a ) observe all due precautions to prevent acci-
dents by fire or explosion.

(7> ) not allow unauthorised persons to have
access to such goods.

(c) abstain from any act likely to cause fire or
explosion.

Whilst loading or unloading should
( d ) not wear boots or shoes with steel or iron

nails or metal tips of any kind.
(e) abstain from smoking, and should not have

about them any matches, explosives, or
means of striking a light.

Magazine boots should be used by all men
engaged in loading or unloading explosives in gun-

powder vans.
Packages should as far as practicable be passed

from hand to hand, and should not be rolled,
unless clean hides, cloths, or sheets have previously
been laid down on the platform or ground over
which the packages are to be rolled.

Packages containing explosives should not be
thrown or dropped down. They should be care-
fully deposited and stowed in such a manner as to
prevent displacement during transit .

When once begun the loading or unloading of
explosives into or out of any vehicle should be pro-
ceeded with until same is completed.
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HINTS TO AVOID INJURY.
Capstan-men and their Assistants—continued.

men working in the immediate neighbourhood,
and that they acknowledge the warning/

Hopes when not in use should be left clear of
the capstans, railway lines, and cart roads.

The use of knotted ropes is dangerous, and is
not allowed.

When drawing wagons towards the capstan, see
that the working is 60 regulated as to prevent the
hook flying off as it leaves the wagon.

Persons should not cross over a capstan rope
attached to a vehicle, without first obtaining per-
mission from the capstan-man in charge of the
rope.

Checkers, Loaders, and Porters—continued .
Projecting Nails or Defective Binding on Packages

A strict examination should be made of boxes,
cases, barrels, crates, and other packages, when
tendered to the Company, and if there is evident
risk of injury owing to projecting nails or defec-
tive binding, the goods should not be accepted
until the defect has been remedied.

If any person is injured owing to ' projecting
nails or defective binding on packages, he should
report the nature of the defect, whether it was
apparently due to failure of senders to put the
package in proper condition before dispatch, or to
rough handling in transit, or to other causes.

Sender’s name and invoice particulars should
be recorded in order that the matter may be taken Capstan-men should see that nothing likely to

interfere with the free working of the capstan
treadles is allowed to lie on the capstan plate, or
near the track where the rope is likely to travel.

Capstan-men and their . assistants should not
wear aprons which are liable to fly loose, as the
aprons may become entangled with the capstan
rope.

up.

47. Handling Hides and Skins.
At stations where this traffic is dealt with ,

gloves are provided for the Staff to prevent their
hands being injured when dealing with hides and
6kins.

Proper scotches are provided by the Company,
and should be used for securing wagons on the
turn-tables, etc.

Shunt poles should be used , when practicable,
for the purpose of coupling and uncoupling
vehicles.

CAPSTAN-MEN AND THEIR
ASSISTANTS.

48. A list of persons authorised to work capstans
is posted at each station, and only the persons
named thereon are allowed to work the capstans.

Before any capstan is put in motion, the
capstan-man should see that warning is given to all
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31HINTS TO AVOID INJURY.

Crane-men and other persons authorised to work
Cranes and Jiggers—continued.

It is extremely dangerous to pull the wheels of
cranes round by hand. The handle of the crane v

should be used in all cases.
When cranes or jiggers are not in use, see that

all the moving parts are properly secured to pre-
vent their being moved by wind or other force.

Lifting jiggers in warehouses are not to be used
for hauling w^agons.

50. Hydraulic Cranes.
The handles of hydraulic cranes, which pass

through slots in the warehouse floor, should be
withdrawn from tlieir sockets immediately the
cranes are out of motion, both day and night.

j

51. Electric Cranes.
It is dangerous for anything to come in contact

with the wires of electric cranes.

CRANE-MEN AND OTHER PERSONS
AUTHORISED TO WORK CRANES

AND JIGGERS*

49. Cranes and jiggers should only be worked by
duly authorised persons.

See that cranes, jiggers, chains, ropes, slings,
etc., are in good condition before commencing to
use them.

Loads should not be left suspended in the crane
chains or slings.

Knotted ropes should not on any account be
used.

If a crane or jigger is in any way out of order,
the matter should be reported immediately. The
appliance should not be used until the defect has
been made good.

The lifting capacity marked on each crane or
jigger is the actual weight it will lift, and is not
to be exceeded.

When using a crane or jigger always lift
steadily, and swing cautiously.

See that the Staff are standing clear of all
crane or jigger movements.

Men working cranes or jiggers of any descrip-
tion are required to make sure that they are using
proper lifting tackle of sufficient strength,
and that the goods to be moved are securely fixed
so as to avoid an article slipping out of the tackle
whilst being lifted or lowered. .

52. Travelling Cranes.
A travelling crane is not to be used for lifting

until it has been properly secured to the rails by
means of the four clips fixed to the crane near the
buffers, except when full notice is given on the
crane notice plate to what extent, if any, a crane
may be allowed to lift a weight without being
fastened down.

Where it is necessary to clip the crane down to
the rails, and this cannot be done on account of the
paving, or for other reasons, the crane should be
removed to a place where the clips can be properly
fastened, or the obstructing material removed. -



32 HINTS TO AVOID INJURY.
Crane-men and other persons authorised to work

Cranes and Jiggers—continued.
53.Lurry Cranes.

Lurry cranes should be set in a level position
before being used. i

i( See illustration.)
The front wheels of the lurry should be set in a

perfectly straight position with the back wheels
before attempting to lift. On no account should
the lurry shafts and front wheels be at an angle
with the body of the lurry. j

11
i ui

\ i^ \‘-j / \ \lHORSE SHUNTERS.
V i-! S n n54. Do not walk between the buffers in front of

wagons, or in the four-foot way, when it can be
avoided.

Shunt chains should not be hooked to the
centre draw bar hook, or couplings of wagons,
when this can be avoided. They should be attached
to the loop provided for the purpose on the wagon
sides.
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r~\A slip hook is fixed on the swingletree used on

shunt horses to enable the Driver to release the
shunt chain quickly by jerking a side rein, one end
of which is attached to the ring holding the slip
hook in position, and the other end to the horse's
bridle.
should see that the rein is properly fixed, and the
hook in good order, before commencing shunting.
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'•* *- r L i-'It is important Shunt Horse Drivers
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34 HINTS TO AVOID INJURY. CARTERS* VAN'MEN,
MOTOR DRIVERS, AND ASSISTANTS.SHEETERS, ROPERS, AND

LABELLERS. 56. See that loads are so secured that the goods will
'not fall off .

Do not at any time ride upon the shafts or foot-
boards of a lurry or van, or get on or off the vehicle
whilst in motion.

Do not stand on any portion of a lurry, when
in motion , in or about a goods yard.

Observe the rules of the road, and exercise care
and consideration in driving, so as to secure safety
for people in goods yards, streets, etc.

All accidents should be reported immediately
on returning to the station ; take the name and
address of any person or persons concerned in the
accident, and, where possible, the name and
address of an independent witness.

Carts, lurries, and vans, berthed for the pur-
poses of loading or unloading, should have their
wheels secured when necessary.

A .strict examination should be made of boxes,
cases, barrels, crates, and other packages, when
tendered to the Company, and if there is evident
risk of injury owing to projecting nails, or defec-
tive binding, the goods should not be accepted
until the defect has been remedied.

Unauthorised persons should not be allowed to
ride on the Company’s vehicles.

55. Sheets should be’ properly fitted with strings;
if any sheet strings be missing, or unfit for use,
they should be replaced by new ones.

Only cord supplied by the Company should be I
used.

Sheets should not be pulled off loaded vehicles
by the sheet strings, as the sheet strings may give
way.

Sheets should be so tied on vehicles as to allow
the labels to be clearly seen.

Before sheeting vehicles, see that the doors are
properly secured by the pins.

The work of sheeting, roping, and labelling
vehicles should, as far as possible, be completed
whilst they are standing.

When sheets and ropes are removed from
vehicles they should be folded or coiled, and placed
in a convenient spot, always clear of the rails or
paths used by Shunters and others.

It is dangerous to stand between the buffers or
coupling hooks of vehicles, or to go between
wagons for the purposes of roping or sheeting,
without being satisfied that the wagons are not
likely to be moved.
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MOTOR DRIVERS AND
ASSISTANTS. CARTERS, VAN'MEN, AND

ASSISTANTS.
57. Petrol must only be handled in the open air ,
in daylight ; and not within 20 feet of any fire,
lamp, or naked light.

Keep the motor vehicle well under control in
difficult circumstances, so that it may be pulled up
in its own length if necessary.

Do not defer too long the sounding of the horn ,
i.e.9 until danger is imminent; such a procedure
startles a pedestrian and may cause accident.

When entering a firm's yard or other enclosed
premises, the Driver should instruct the Assistant
to alight and see that all is clear before entering.

Before commencing to descend a hill, see that
the breaks are in good order.

Do not allow anyone to ride upon the step of a
motor vehicle.

In starting, always endeavour to “ pull " the
starting handle round. Do not“ push " the start-
ing handle, for in doing so the person using the
handle is liable to get hurt if the engine back-fires.

Exercise great care in reversing, and utilise the
Assistant to direct you.

58. Horses should be handled carefully, with a
view to preventing injury through treads, particu-
larly when backing.

Do not ride upon a horse's back.
When a Carter finds it necessary temporarily

to leave his horse and lurry, he should apply the
lock chain, and unhook the horse at the shoulder.

Care should be taken on arriving at the brow of
a hill to see that the lock chain and slipper are
affixed to a lurry wheel before descending the hill,
so as to prevent the horse or team being over-
powered. The break should also be used where
one is provided.

The shafts of four-wheeled vehicles should
always be made secure in an upright position when
they are out of use.

*
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