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STRENGTHENING OF PERMANENT WAY IN VIEW OF
INCREASED SPEED OF TRAINS.

With a view of ascertaining the practices of British, Irish, American,
Indian, African, and Australian Railways, the Reporter prepared a list of

questions in reference to the subject of this report. .

This list of questions was issued by the Brussels Commission of the
Congress to such Companies as are members of the Congress, and in
addition, the Reporter issued the same list to twelve Railway
Companies in America with whose practices he considered it might be
desirable for the Congress to become acquainted; of these twelve, six have

replied.

It was requested in the list of questions that the replies to them might
have reference only to lines on which there are services of Express Trains
travelling at a minimum speed of 40 miles per hour. Three of the Indian

two of the African, and one of the Australian Lines replied that no advantage
would have resulted from their answering the questions, inasmuch as there

are no services of express Trains travelling on their lines at the specd

specified.

Three Railways in the United Kingdom have not replied to the
questions at all, and two have stated that they do not propose to reply,
their mileage being only small.




The replies which have been received are from:—

13 Railways in England and Wales, viz.:—
Cambrian.

Furness.

Great Eastern.

Great Northern.

Great Western.

Lancashire and Yorkshire.

London Brighton and South Coast.
London and North Western.
London and South Western.
Manchester Sheffield and Lincolnshire.
Midland.

North Eastern.

South Eastern.

4 Railways in Scotland, viz.:—
Caledonian.

Glasgow and South Western.
Highland.
North British.

2 Railways in Ireland, viz.: -
Great Northern Railway of Ireland.

Great Soutliern and Western.

6 Railways in America, viz.:—
Chesapeake and Ohio.
Chicago, Burlington, and Quincy.
Illinois Central.
Lake Shore and Michigan.
Pennsylvania.
New York Central and Hudson River.

1 Indian Railway, viz.:—
East Indian.

1 Australian Railway, viz.:—
New South Wales Government Railways.
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In order that the practices of the different Companies and Administra-
tions may be the more readily compared with each other, the Reporter has
compiled from the above answers 10 Statements which form Appendices to
this Report. In these Appendices the actual wording of the replies as
received has not been adhered to, but the substance of them 1s believed to be
correctly recorded. The reason for not adhering strictly to the actual
wording of the replies was to enable the practice of any Railway to be

more easily compared with that of others.

In addition to these Appendices, this Report is accompanied by a book
of diagrams, illustrating the type of Permanent Way used by those
Companies and Administrations, who have answered the questions addressed
to them.

It should be noted that both Appendices and the diagrams show the
latest standard of each Company so far as the United Kingdom is concerned.
These latest standards are not in use at present over the whole of the several
systems, but in their renewals the Companies are gradually introducing

them.

The replies received from the American Railways give various weights
of Railson their several lines, but do not state whether the Companies are
going to raise everything up to the highest standard, or intend to continue

the use of the lighter section of Rails on branches of their lines.

It must be understood that the remarks in this Report apply only to
the 27 Companies and Administrations who have replied to the questions
addressed to them.

TYPES OF PERMANENT WAY.

As regards the type of Permanent Way, it would appear from the
replies received that the Railways in the United Kingdom are almost
universally adopting bull-headed Steel Rails, keyed into chairs fastened to

transverse sleepers by means of treenails, spikes, or screws, or combinations
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of these fastenings. The type of Permanent Way adopted in America by the
Companies who have answered the questions consists of flat-bottomed Rails
resting directly on transverse sleepers, and fastened to them principally by

means of spikes.

The only Engineers who have in their replies expressed any opinion as
to the types of Permanent Way, are the Engineer of the Great Northern
Railway of Ireland, and the Engineer of the New York Central and
Hudson River Railway. The former gentleman, who uses both types

of Permanent Way, expresses himself as follows :—

¢« As the Steel Rail is immediately in contact with the Sleepers,
the result is a very smooth running road, at the same time there is
no doubt that our steel bull-headed road with the chairs keyed
inside, is far superior, stronger, more permanent, and better in every

way than any flange railroad.”
and the latter gentleman, writing on the American type, says :—

“Rails supported in “chairs’ have been out of date in this country
formany years past, the Vignoles type, or ‘flange’ rail, as it is termed
in this country, having proved immeasurably superior in service and

economy on American railroads.”

STRENGTHENING OF PERMANENT WAY.

With regard to the strengthening of Permanent Way so as to permit
of an increased speed of trains, the Railway Companies in the United
Kingdom have, over a long series of years, been gradually increasing the
weight of their rails, and the weight and bearing area on the sleepers of their
chairs, but from the information which the Reporter has received, most

of the principal Companies do not contemplate any further strengthening
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of the roads, as their latest standards of Permanent Way are fully
capable of taking the highest speeds that can be obtained with the
present Rolling Stock. The Great Western Railway Company, however,
state that greater strength of the Permanent Way could be obtained by
increasing the weight of the rail, and the bearing area of the chair, which
should be made with a wider jaw to provide for a larger key. The
London and South Western Company strengthen their road on sharp
curves and down steep inclines by introducing an additional sleeper

under each pair of rails.

The American Railways have been and are evidently strengthening
their rails with a view to suit high speeds, but none, except the New York
Central and Hudson River Railway Company, state that they intend to
further strengthen their road with a view to still higher speeds.

GREAT BRITAIN AND IRELAND.
A. RAILS, &c.—See Appendix A.

The section of Rail usually adopted is the Steel Bull-headed Rail, the
bull-head being much larger than the bottom member, to allow for wear
and tear, the bottom member being made sufficiently strong, after allowing
for oxidation, to form with the top member when worn down a sufficiently
strong girder to carry the rolling load.

In England the weight of the Rails varies from 80 to 92 lbs., in
Scotland from 77 to 90 lbs., and in Ireland from 74 to 85 lbs. per lineal
yard. (There are some Rails weighing 100 Ibs. to the yard but these are
few in number.) With the exception of the Great Western, whose Rails
are 32ft. long, and the London and North-Western Company, who are
adopting a standard length of 60ft., the length of Rail adopted by English
Companies is 30ft. In Scotland and Ireland the standard length of the Rails
i8 also 30ft., with the exception of the Caledonian and Great Northern of
Ireland, who use Rails 32ft. and 26ft. long respectively.
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No absolute weight per yard appears to be adopted to which Rails may
be worn down before being renewed, the general condition of the whole of
the materials forming the Permanent Way, and other varying circumstances,
being taken into consideration in determining when the road should be
renewed. The renewals, when they take place, are usually in long lengths,
and the material recovered, when not too far worn, is utilized for the
repairs and sometimes renewals of Branch Lines, Loop Lines, and Sidings.

As regards the calculations of the strains- imposed on Rails by the
rolling load, as the various stresses cannot be ascertained sufficiently
accurately to enable a rail to be designed on the same scientific principles as
a girder would be, it is considered by English Engineers that close
and careful observations of the effects produced upon the road by
the rolling loads which pass over it is the best means of determining

the size and shape of the Rail.

B. MODE OF MANUFACTURE AND NATURE OF RAIL METAL.
See Appendix B.

From the replies received, it is clear that most of the Railway
Companies have their Rails rolled from steel manufactured by the Bessemer
Acid process, althoﬁgh some of them return the Bessemer process without
stating whether it is the Acid process or the Basic process. The on]y:
Companies who, in their Specification, permit the use of the Basic process,
are the Manchester Sheffield and Lincolnshire and the North Eastern.
The London and North Western, the Manchester Sheffield and Lincolnshire,
Caledonian;, and North British Companies have a specification for the
Siemens Martin Acid process. -

With reference to the testing of rails, all Companies, except the
Cambrian, test their rails by blows produced by various weights falling
from various heights on various lengths of rail supported on bearings from
3ft. to 3ft. 6in. apart. The amount of permanent deflection varies in each

case in proportion to the wéight used and the height from which that weight

is dropped.
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Some Railway Companies, in addition to this, test the Rails as girders,
suspending dead weights from the centre, and specifying the deflections
which will be allowed under the test of certain weights.

The Chemical tests do not appear generally to form part .of the
Specification for Rails, only four Companies giving a more or less detailed
specification of the Chemical analysis. The Great Northern Railway of
Ireland state that they test their Rails chemically, but do not give particulars

of their requirements.

The breaking weight in tons per square inch is only specified by five
Companies. The extension per cent. 18 only specified by three Companies,
and the contraction of area per cent. is only specified by one Company.

It appears, therefore, from these returns, that the Railway Companies
mainly rely on the falling weight test to determine the quality of the Rail
manufactured for them.

As to the relative merits of hard and soft steel, only five Companies
give any information, and of these five, four lean to the wuse
of mild steel as being less liable to fracture and therefore ensuring
a greater measure of safety.

C. RAIL CONNECTIONS.—See Appendix C.

The form of joint universally adopted in the United Kingdom is a
suspended one, the rails being connected by two fish plates bolted together
through the rails by four fish bolts.

With the exception of the Great Western and London and North
Western Railways, whose fish plates are 20 inches long, all the Companies
adopt a fish plate 18in. long. Much longer fish plates than these were in
use some years ago, but there seems to be a general opinion that the fish
plates should be as short as possible in order to bring the chairs and
sleepers at the joints as near together as possible, and in reply to the
question as to whether this form of joint gives satisfaction, 16 out of 19
Companies state that it does.
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As to the shape of the fish plates in use, they may be divided into two
classes, viz., plates whose depth is the distance between the top and bottom
flange of the rail, and plates in which the depth is increased to the underside

of the bottom flange, and even deeper, in some instances underlapping
the rail. The sections of this class of fish plate are shown in the book of

diagrams. 10 Companies use the former class, and 9 Companies use different
sections of the second class. There are no suggestions as to how the joint

could be improved.

All the Railways (so far as their bull-headed Rails are concerned)
support the Rails in chairs fastened to transverse sleepers, using various
kinds of fastenings. The Great Northern Railway of Ireland for their flat
bottom Rails, and the Great Southern and Western Railway of Ireland,
fasten their flat-bottomed Rails direct to the sleepers by means of fang bolts

and spikes.

The weight of the chairs used by the different Companies varies
considerably, the smallest weight being that of the South Eastern
Company, 37lbs.,, the heaviest being that of the Lancashire and
Yorkshire Railway which weighs 56 lbs.

The bearing area of the chair on the sleeper also varies considerably,
the smallest area being that of the South Eastern Railway, viz.:—70 square
"inches, the largest being that of the Manchester Sheffield and Lincolnshire

Railway which has a bearing area of 117 square inches.

The only Companies who place felt between the chair and the sleeper
throughout their systems are the Cambrian and the London and North
Western Railways. The London Brighton and South Coast Railway use it in
special Tunnels where the noise is excessive. No other Company uses a

packing of any kind between the chair and the sleeper.

The pattern of the chair on each side of the joint used by any Company

1s the same as that of the rest of the chairs in' the road.
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The number and kind of fastenings for attaching the chairs to the
sleepers varies with almost every Company. The details are given in

Appendix C.
KEYS AND SLEEPERS—See Appendix D.

Of the eighteen Companies who use the chair road, eleven of them use
oak for their Keys, two use teak and oak, one teak only, one fir, one pine,
and one elm. Eight Companies compress their keys, and ten do not. All the
Companies are keying on the outside of the Rail except the Furness Railway,
but they are now gradually adopting outside keying.

Baltic Red Wood is the timber most generally used for sleepers,
although some Companies use Memel, Riga Red Wood, Scotch Fir, Red Pine.

Every Company creosotes its sleepers.

The lengths of sleepers are 8ft. 11in. or 9ft., and ’che_breadth 10 inches
amd the thickness 5 inches.

The distance apart of the sleepers on the several lines is shown in the

accompanying Book of Diagrams.
Although metal sleepers have been put down in places, notably on the

London and North Western Railway, they do not seem to have found favour
with the Railway Companies of the United Kingdom. The London and
North-Western Railway have not put any down since 1888; the Great
Eastern and London and South Western Companies have experimented

with a few, but are not continuing their use.

E. BALLAST.—See Appendix E.

The Ballast used by the various Companies, details of which are given
in Appendix E, varies according to the locality through which the lines
pass. The bottom ballast generally consists, in districts where it can be
obtained, of large hand-packed stones, but where this cannot be obtained,
slag, burnt clay, and ashes are used. For top Ballast various materials are

used, viz.:—Broken stone, gravel, slag, chippings, ashes, and cinders
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screened and unscreened, and Thames gravel; the best material in each
district consistently with economy being obtained, so as to get the best
drainage possible.

The practice of laying Ballast above the level of the top of the sleeper
varies a good deal. Details are given in Appendix E.

AMERICAN, INDIAN, AND AUSTRALIAN
RAILWAYS.

A 1l. SECTION OF RAIL.—See Appendix A 1.

The Section of Rail usually adopted by the six Railway Companies in
America, who have answered the questions, and by the East Indian
Railway, and New South Wales Government Railways, is a flat bottom
Rail with bull head. The area of the bottom member is somewhat stronger
than need be, considering the Rail as a girder, being apparently so made
to distribute the weight of the traffic over as large an area of the sleeper (or

“tie” as it is called in America) as possible.

The weight of the Rails varies from 60lbs. to 85lbs. per lineal yard,
but the New York Central Railway have laid down for trial a certain length
of road with Rails weighing 100lbs. per lineal yard. The result of this
trial will guide them as to what weight of Rail they will adopt in the
future.

As to the length of Rails used, the standard length is 30 feet, but
the Pennsylvania Railway have used 60 feet Rails though, they do not say
whether they intend to continue them or not. Rails of 60 feet length are
also in use on a portion of the New York Central and Hudson River
Railway, where their Engineer writes, ¢ This length promises well, with
the prospect of a substantial economy in maintenance of way expenses.”

As with the English Railways, these Companies, as a rule, do not fix
an absolute weight per yard to which the Rails may be worn before being

renewed, but the New York Central Railway gives a minimum, a medium,
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and a maximum weight of Rails at which they should be renewed, and the
New South Wales Government gives the weights to which the Rails are
worn down.

B 1.—MODE OF MANUFACTURE AND NATURE OF RAIL METAL.
See Appendix B 1.

Six Companies specify that the steel from which the Rails are rolled
shall be manufactured by the Bessemer process, two out of the six
specifying the Acid process. The Chicago, Burlington, and Quincy
Railway do not specify any particulars by which the steel from which
the Rails are rolled is to be manufactured. The East Indian Railway
prefer the Siemens Acid process.

As far as tests go, the six American Railways do not subject their
Rails to any bending test. The Chesapeake and Ohio and the Illinois
Central Railways test the steel, however, from which the Rails are
rolled, by hammering two test pieces into bars which, when cold, must
bend to an angle of 90 degrees without breaking. The Chicago,
Burlington, and Quincy Railway purchase the Rails under a five years
guarantee.

The East Indian and New South Wales Government Railways adopt
the falling weight tests, similar to those used by the English Railways.
They also test the Rails as girders with suspended weights.

The New York Central and Hudson River Railway Company specify
a chemical test.

The New York Central and Hudson River Railway and the New
South Wales Government have also a breaking weight in -tons per
square inch, that of the former being from 49 to 58 tons per square inch,
and that of the latter being 44 tons per square inch. The elongation in
the case of the New York Central and Hudson River Railway is from 6 to
12 per cent., and the New South Wales Government Railway 14 per cent.
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It is clear from the returns that the Amecrican Railways prefer a hard

steel to a mild one, as giving a longer wear.

C1. RAIL CONNECTIONS.—See Appendix C 1.

Three of the American Railways state that they use suspended joints,
and the other three use supported joints. In two instances, viz., the
Chica ;o Burlington and Quincy Railway, and the New York Central and
Hudson River Railway, the joint is supported by a transverse 's.le"eper

centrally underneath it.

The East Indian and the New South Wales Government Railways use

suspended joints.

The Fish Plates on the American Railways vary from 20in. to 38in.
long. Four of these Railways have long fish plates with six fish bolts. The
other two use short fish plates 20in. and 24in. long with four fish bolts.

The East Indian Railway uses fish plates 22in., and the New South
Wales Government Railways use for their flat bottom Rails, fish plates 18in.
long, and for their bull-headed Rails, fish plates 20in. long, each with four
fish bolts.

On the Chicago, Burlington, and Quincy Railway, and the New York
Central and Hudson River Railway the Rails are laid with broken joints,
that is, the joints in one Rail being opposite the centre of the other Rail in

1ts road.

Six of the Companies consider their joints are satisfactory. The I.ake
Shore and Michigan Railway do not consider the joint satisfactory,
stating “a joint fastening which is as strong as the Rail is required.”
The Pennsylvania Railway Cbmpany state that their joint is not
universa.II.y satisfactory, and they suggest an improvement by shortening
the fish plates. The New York Central and Hudson River Railway
throw out a suggestion that joints should be abandoned altogether, and
some form of compound continuous Rail substituted for them, but so far as

the Reporter can ascertain this has not been tried.
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The American Railways fasten their Rails to the Sleepers in various
ways, by spikes, clips, and screws, details of which are given in
Appendix C 1. '

The bearing area of the Rails on the sleeper varies from 36 to

50 square inches.

The iron chairs used by the East Indian Railway are 30lbs. weight,
having a bearing area on the sleeper of 86 square inches; on the New
South Wales Government Railway, where bull-headed Rails are used, the
weight of the chair is 45lbs., and the bearing area on the sleeper 108

square inches.

On both these last mentioned lines the chairs on each side of the joint

are of the same pattern as the rest.

D 1.—KEYS AND SLEEPERS.
Keys are of course not used on the American Railways.

Keys of teak are used on the East Indian Railway, and teak
and cedar on the New South Wales Government Railways. On the first-
named line the keys are not compressed, but on the latter they are. Both
Railways key on the outside of the Rail.

The wood used for the sleepers, as will be seen by the Appendix, varies

with the locality. Neither of the Railways creosote their sleepers.

The length of the sleeper varies from 8ft. to 9ft. 6in., the breadth from

8in. to 10in., and the thickness from 5in. to 7in.

E 1.—BALLAST.

The American, Indian, and Australian Railways, like the English
Railways, adopt for bottom ballast, broken stone, gravel, or sand according
to the locality. The top ballast varies in thickness from 5in. to 12in.,

and conmsists principally of gravel, crushed stone, cinders, or slag.
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MICHIGAN SOUTHERIOVERNMENT RAIT,.WAYS.

j
|
il
l

1 Clay or Band. Stone,

i 4 inches.

i 9 inches.

i Only a small quantity has been used, and
these bave been screened.

1 Gravel. Principally Hardstone broken to a 2§ inch
gauge.

d Not given, 12 inches.

]

Bhown on Diagram to be level with t. 24 inches,

-eeper at centre of road, and 5 inches t
1\p of Bleeper at each end.

- An elastic Roadway, economically xr It provides efficient drainage, does not

ined. pulverize under the beater, preserves the
alignment of the road and gives a firm and
elastic bed, and consequently minimises cost
of maintenance,

AUSTRALIA.

n
f
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ADDENDA

TO THE 2 REPORT (ror ENGLISH SPEAKING CouNTRIES) ON THE QUESTION OF
STRENGTHENING OF PERMANENT WAY IN VIEW OF INCREASED SPEED
OF TRAINS (SUBIECT | OF THE LIST OF QUESTIONS FOR DISCUSSION AT
THE FIFTH SESSION -OF THE CONGRESS)

By WiLLiam HUNT

CHIEF ENGINEER OF THR LANCASHIRE AND YORKSHIRE RAILWAY
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APPENDIX A. — Rails.

England. America. Australia.
QUESTIONS. London Tilbury Atchison Topeka South Australian
and Southend Railway. and Santa Fe. Railways.
(PL. 32.) (P1. 33 and 34.) (P1. 35.)
72 bs. 52, 56, 66, 67 and 71 Ibs. 80 1bs.

( Per yard .
Weight of rail )
! Per metre.

Length

Holes for fish bolts :
@) Number .
b) Shape

¢) Distance apart from centre
to cenlre of holes.

d) Distance from end of rail
to centre of nearest hole.

Is the line relaid when the rails
wear down to minimum weight
per yard %.

If so, give weight

I8 line relaid when rails wear down

to minimum thickness of top
flange or minimum depth over all?

If so, give thickness or depth .

Have you made use of rails of unu-
sual length, 60 feet or upwards?$

If so, state object and what result.

(35 1/2 kilog .}

24 feet (Tm31).
Four.
Slotted.
4 1/2 inches (114 mill.).

2 1/4 inches (57 mill.).

Minimum depth over all,

From 5 3/16 to 4 11/16
inches (132 to 119 mill.)

(26, 28, 32 1/2, 33 et
35 kilog.)

30 feet (9m{4).

Some four some 8ix.

Oval.
5 inches (127 mill.).

2 3/8 inches (60 mill.).

No special rules for rene-
wal. — They are made
as required by circum-
stances. — Traffic and
load being considered.

(39 1/2 kilog.)

30 feet (9m14).
Four.
Oval.
5 1/2 inches (140 mill.}.

2 5/8 inches (67 mill.).

> No definite rule.

No.

|




APPENDIX B. — Manufacture and testing of rails.
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England.

Amerlica.

Australia,

QUESTIONS. London Tilbury Atchison Topeka South Australian
and Southend Railway. and Santa Fe. Railways. 1
(PL. 32.) (PL. 33 and 34.) (PL. 35.)
By what process is the steel for
rails manufactured )
a) Bessemer acid Bessemer, Bessemer acid. Bessemer acid.

b) Siemens Martin acid.

¢) Basic in Siemens

Martin
hearths . .

To what tests are rails subjected
to before acceptance ¢

a) Bending .

b) Chemical .

¢) Tension :

Breaking weight in tons, per
square&mch. e e
Extension per cent.

Contraction of area, per cent.

Particulars as to the relative
merits of hard and soft steel.

5 feet (1m524) length pla-
ced on solid iron bear-
ings 3 feet 6 inches
({m067) apart shall then
receive successive blows
from a weight of 1,800
Ibs (816 kilog.) falling
a height of 6 feet (1m83).
Rails not to break be-
fore or under third blow
nor take a permanent
set after first blow ex-
ceeding 1 5/8 inches
(44 mill.).

No special tests. Rely
or reputation of manu-
facturer.

No experience with
hard steel.

Rail placed on supports

3 feet (0m94R) apart and
to receive from blows
from a weight of 13 cwt
(660 kilog.) fatlingr from
a height of {0 to 16 feet
(3m05 a 4m88) without
fracture. Also to bear
a weight of 45 tons
(15,250 kil.: for 10 mi-
nutes without perma-
nent deflection.
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APPENDIX €. — Rail connections.

QUESTIONS.

England.

Awmerica.

Australin,

London Tilbury

Atchison Topeka

South Australian

and Southend Railway. and Santa Fe. Railways.
(PL. 32.) (P1. 33 and 34.) (Pl 35.)
18 the rail suspended or supported
in a joint chair or on sleepers? . Suspended. Mainly supported Suspended.

Fish plate :
Length .

Depth

Thickness .

Weight of each.
Fish bolts :

Number.

Size .

Weight including nut and
washer (where used)

Description of fish bolt.

Description of nut (and washer if
any) ce .

Are holes in fish plates square or
circular, punched or drilled?

18 inches (457 mill.).

4 1/2 inches ({114 mill.),
7/8 inch (22 mill.).

18 Ibs (%.16 kilog.).

Four.

4 inches X 7/8 inch.
(102 x 22 millimetres).

1 1/2 1b. (0.68 kilog.).

Cup headed with sguare
shoulder.

Ordinary square nut.
No washers.

Square in one plate
circulare in the other.

4 hole plates 23 inches
(584 mill). 6 hole plates
38 inches (965 mill.).

3 1/8 inches (79 mill.).

3/4 of an inch ({9 mill.).

38 inches (965 mill.) plates
34 3/4 1bs (15.75 kilog.).
23 inches (584 mill.)
plates. 241bs(9.53 kil.)

Four and six.

4 inches X 3/4 inch.
(102 x 19 millimetres).

1 b (0.45 kilog.).

Cup headed 'with rounded
shoulder.

Ordinary hexagonal nut
next fish plate with
square nut outside.

Square in one plate and
elliptical in the other.

21 1/2 inches (546 mill.).

6 3/4 inches (172 mill.),
7/8 inches (22 mill.).

24.87 (14.28).

Four.

4 1/4 inches X 7/8 inches.
(408 % 22 millimetres)

1 1/2 1b (0.68 kilog.).

Cup headed with square
shoulder.

Ordinary hexagon nutand
QGrovers washer.

Oblong, punched.
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QUESTIONS.

England,

America.

Australla.

Lendon Tilbury
and Sonthend Railway.

(Pl. 32.)

Atchison Topeka
and Santa Fe.

(Pl. 33 and 34.)

South Australian
Railways.
(Pl 35)

Does the form of joiat used give
satisfaction ¢ . .

If not, in what respect is impro-
vement required with a view to
securing uniform strength of
road throughout ? . . .

How are rails secured to sleepers ?

With chairs on wood sleepers .

Weight of chair? . . . . .

Base of chair | Sguare inches .

rea i ;
area in - sentimetres square.

Is felt or other material placed
between chair and sleeper ?.

Are the chairs on each side of the
joint of the same pattern as the
rest? If not, give particulars

Full particulars of mode of attach-
ment of each chair to sleeper

Full particulars of mode of attach-
ment of flat-bottomed rail to
sleeper. . . . . . .

Yes.

Yes.
43 lbs (19.5 kilog.).

98 square inches

(632.3 square cent.).

No.

Yes.

3. Wrot iron spikes 51/
inches (130 mill.) long
under the head 3/4 inch
(19 mill.) diameter.

?

Partial.

This problem has not yet
been solved.

None used.

By spikes detail not given.

Yes. The special form of
deep flange to fish plates
insures the necessary
strength to the plates
while allowing the ad-
joining sleepers to be
brought near enough
together to give the re-
quired support.

None used.

By 12 fang bolts and {2
spikes on the outsides
of the rails and by 24
spikes on the inside of
the rails.
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APPENDIX D. — Keys and sleepers.

England. America. Australia.
QUESTIONS. London Tilbury Atchison Topeka South Australian
and Southend Railway. and Santa Fe. Railways.
(PL. 32.) (Pl. 33 and 34 ) (PL.35)
]
!
Keys.
What wood is used? Oak.

Is it compressed? Yes. '

None used. None used.
Particulars of metal keys, ifused . - |
Are rails keyed on inside or out- i
gide? .o . Qutside. §

Sleepers-wood.
What kind of wood is used?

Are sleepers creosoted, or treated
with other antiseptic?

Dimensions :

Length
Breadth . . . .
Thickness . . . ...

Are they placed in the road heart
side or waney side upwards?

Baltic redwood.

Somne.

9 feet (2m743).
10 inches (254 mill.).

5 inches (127 mill.). ~

Creosoted sleepers waney
side upwards. Un creo-
soled sleepers some one
side and some the other.

Oak. Pine and cedar.

Pine is treated with chlo-
ride of zine, tanninand
glue.Others not treated.

S feet (2m438).
8 inches (203 mill.).

T inches (178 mill.).

No special care in this
respect.

Red gum, sugar gum,
Jarrah and Karri hard-
woods.

No.

8 feet 6 inches (2w591).

10 inches (254 mill.).

5 inches (127 mill.).

No distinction made. It
is not necessary with
Australian bardwoods.

v

|

|
i

i
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APPENDIX E. — Ballast.

QUESTIONS.

England.

America.

Austiralla.,

London Tilbury
and Southend Railway.

(PL.32)

Atchison Topeka
and Santa Fe.

(Pl. 33 and 34.)

South Australian
Railways.
(Pl 35.)

Material adopted for bottom ballast.

. If stone, what mesh 7.

] Depth of bottom ballast .
;’ .
If cinders, whether screened or

not?

' Material used for top ballast

. Thickness of top ballast .

Is the top ballast laid above the top

of the sleeper, and if so, to what
;  extent?. . . . . . . .
1

What advantages are found to
result from the use of the mate-
rial selected for ballast? .

Burnt clay chalk, brick
and stone rubble. -

No restriction.

9 inches (229 mill.),

Pit gravel-chalk always
covered with gravel or
clinkers.

Average 21 inches
(534 mill.).

Yes.
4 inches (102 mill.).

The materials adopted for
bottom ballast both acts
as drain and keeps clay
from getling soft and
squeezing up into top
gravel rendering it dirty
and wet.

Clinkers are most efficient
at ends of sleepers to let
water escape freely from
sides of top ballast,
chalk for top ballast is
used principaly at out-
side ends of sleepers.

Stone.

2 incbes ring (51 mill ).

10 inches (254 mill.).

Cinders, gravel slag
burned clay and stone..

6 inches (152 mill.).

Cinders and burned clay
give easiest riding track.
Slag and rock more
durable.

Broken limestone or quar-
ry stone generally,river
gravel occasionally.

2 1/2 inches (63 mill.) ring.

6 inches (152 mill.) in
level districts, 9 inches
(229 mill.) hilly dis-
tricts.

Same as for bottom ballast.

7 inches to 8 1/2 incbes
(178 to 216 mill.).

Yes.
3 inches (76 mill.).

Good drainage and a good
elastic bed.




PLATES

Plate 32. London, Tilbury and Southend Railway.
— 33 and 34. Atchison, Topeka and Santa Fe.
— 35. South Australian Railways.
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